
14 

and 
abandoned wells have cement across 
all perforations 
least SOO 

or the oil and gas zone; 

to 

increase fi'Oin 
100ft and is excessive. Most 
cement are with 
excess to ensure coverage at leasl 
100ft. 

This section conflicts with 14 CCR 
3206 Idle Well Mana ement 
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demonstrate that: Wells that arc not 

or 
"""'"''"'v" for more than two years 
have cement across all 
hy~:lrclca:rbcul zones, the base ofthc 

and the base of the 
freshwater interface. 

inclination and azimuth 
measurements. 

in Section 
and filed with the Division at least 
once every two years, whenever the 
source fluid is 
or an additional source is introduced 
and as the Division. 

Delete 

in Section 
and filed with the Division at least 

years, whenever 
fluid is 

well must pass a pressure test of the 
to determine the absence of 

hPr'P<>1·tt"r the 

allowable surface pressure, or 200 
whichever is realer. With 

2 of3 

wells are left idle due to 

Data is very limited for older wells. 
1nfonnation the fluid 
between 

etc. are not available and are 
""''t"r"'tl in histories. 

Directional surveys are on file with 
the Division for all drilled wells. 

due to the noise and 
of the test. 

every 2 years is 
the cost for the tests 

In the urban 
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I'P.£nti•rArl even if 
an active 

unless the well is no 
'"""""'"'''

1 for and it 

1724.10. The well must be 

more than 30 feet per minnie, 

cc: 

The well must be 

3 of3 

100ft/min 
and 
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